CAM  4000  Software Rev. 4.60
 Stork Prints Austria GmbH     2006
1.) Software Installation

Installation step by step:

Check the minimum requirements 

(see 6.) Hardware Requirements and Restrictions)

Install "Windows 95" (for Details see )

Ensure that the computer system runs properly  - Computer, Windows XP, CD-ROM Drive, Optical Disk System, Network...)   

(otherwise configure Windows XP properly)

Insert the CAM 4000 CD in the CD-ROM drive. The 'Setup' program on the CD will

start automatically. Do the Setup Process step by step as requested by the program. 

Exit Windows 95 (Start Menu - Shut Down), restart the computer and check whether all the

components are working properly.

Continue with step 3.) Software license

Continue with step 4.) Device Configuration

Installation is completed

2.) Upgrading an existing Rev. 4.30 / Rev.4.40 installation

Check the minimum requirements 

(see 6.) Hardware Requirements and Restrictions)

Close all running Stork Prints Austria GmbH programs

Insert the CD named CAM 4000 Rev. 4.60 in the CD ROM Drive

The setup program will start automatically -> follow the instructions displayed by the program

Device Setup program will start automatically

Enter the License Number (see 3.) Software license procedure)

Close the Device Setup program with the <OK> button

Upgrading finished

3.) Software license procedure

The Stork Prints Austria GmbH CAM 4000 software is protected with a software license system. 

The license system works with a Dongle and a software license number. If you want to run the CAM 4000 software, you must have connected the Dongle and entered the correct license number. The license number is not necessary for running the "Device Setup" Program. You can run the "Device Setup" program several times without a License Number.
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Enter the software license key with the following procedure.

Ensure that you have installed the complete CAM 4000 software Rev. 4.60  (see 1.) 

Software Installation)

Ensure that you have connected the Dongle 'CAM 4000' on your computer

Start the "Device Setup" Program in the CAM 4000 folder.


Note the displayed Computer ID and send this Number to Stork Prints Austria GmbH 

You will receive the correct License Number from Stork Prints Austria GmbH - Enter this License Number in the "Device Setup" program

Finish the "Device Setup" program with the "Save" button

Software license procedure is completed - you can start any of the licensed CAM 4000

Programs

4.) Device Configuration

Before you can run any Stork Prints Austria GmbH CAM 4000 program you must have configured the Device properly. Normally this step is done by Stork Prints Austria GmbH Service. In some cases it's necessary that you change the configuration. For this start the 'Device Setup' program in the CAM 4000 Rev. 4.60 folder please. In this program it's possible to enter the most parameters of the CAM device. Parameters should be changed only by very experienced 

operators. 

In the 'Device Setup' program you can change the Operator Mode by entering the right password.

Operator Mode

Password

Basic


Basic

Advanced

Advanced

Expert


Expert


5.) Starting a program

You can start any CAM 4000 program by double clicking the appropriate icon in the CAM 4000 folder on the Windows Desktop. If you have a problem with the Stork Prints Austria GmbH device leave the program and start the "Device Setup" program. Check whether all the entered parameters are correct in the "Device Setup" program and try again.

6.) Hardware Requirements and Restrictions


Component 
 
Minimum Requirement
 



Computer

SOYO 7VBA133U




Memory

256 MByte







Harddisk

40 GB Ultra ATA






Video


800 * 600 (True Color 32 Bit)





Monitor


17'' Multisync







CD-ROM Drive

necessary







Optical Disk Drive
optional (HP 5200)





SCSI controller for
Adaptec controller




Optical Disk


Note:

The SCSI controller TNT 4000 is not supported !!

- THE COMPUTER MUST BE A SYSTEM WHICH IS ALREADY TESTED BY Stork Prints Austria GmbH. Stork Prints Austria GmbH GIVES NO GUARANTEE FOR ANY OTHER SYSTEMS. 

7.) Software requirements and restrictions

The CAM 4000 software is tested with the described operating system. Please read the 

general restrictions very carefully. 

Operating System:


- Windows XP
General Restrictions:
It is not allowed to run more than one CAM 4000 program at the same time.

It is not allowed to change to other applications while you are scanning/engraving/

exposing/plotting/spraying a pattern.

It is not allowed to have any type of Screen Saver activated. 

It is not allowed to have USB Bus support on the PC activated.

It is not allowed to have running the Windows Clock while a CAM 4000 program is active.

Be careful when you open other applications while running a CAM 4000 program. 

Every program reduces the free system resources and decreases the performance of  

the computer system! In these cases Stork Prints Austria GmbH cannot guarantee the full performance!
 



File size limitation:

In the Windows Conversion program there is a limitation in the maximum file size around 200 MByte.

(also with a full RAM memory upgrade and a big virtual disc space). This limitation must be considered 

also for the output program.

Optical Disk Formats:

CAM 4000 Rev. 4.60 completely supports the ASPI Optical Disk format. So you have direct access

from Windows 95 to ASPI formated disks. You have no direct access to old SDLP formated disks.

If you want to work with these disks you have to run Windows XP in the Windows95 MS-DOS mode.

This can be achieved by double clicking the icon Access SDLP Disk.
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8.) Contained Programs and Files

Windows Programs
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Filename
Revision 
I
con Name 

Brief description

EN432.EXE
Rev. 4.60/BETA18
Output Device
Engrave-, Plot- and Expose program

CS432.EXE
Rev. 4.60/ BETA18
Color Scanner
Scan program


CONV432.EXE
Rev. 4.60/ BETA18
Conversion

Conversion program

GR432.EXE
Rev. 4.60/ BETA18
Graphic Display
Graphic Display Program

RST432.EXE
Rev. 4.60/ BETA18
Raster Program
Halftone Raster Program

SETUP32.EXE
Rev. 4.60/ BETA18
Device Setup
Setup program

ERD432.EXE
Rev. 4.60/ BETA18
Emergency Repair Disk




STKVIEW
Rev. 4.60/ BETA18
Quick View Program
Explorer right mouse menu extension

TG432.EXE
Rev. 4.60/ BETA18
Text Generator
Simple text generation program 

DOS Programs
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Filename
Revision 
Icon Name 

Brief description

CONV3.EXE
Rev. 1.23 
Conv3


DOS Conversion program 

GRTRAST.EXE
Rev. 4.7 
GrtRast


DOS Halftone Generator

PTR3.EXE
Rev. 1.10
Ptr3


DOS Pattern overlay program

STRIPE3.EXE
Rev. 1.09
Stripe3


DOS Geometric design program

Help Files
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General Notes

This Version includes all features und Bugfixes from 4.60/00 - 4.60/15.

Affected devices 

For all BDE customers this Patch is obligatory.

Tested Equipment:

BDE4xxxx
New Features:

Bug Fixes

All Devices :

If a 1 Bit foreign file (e.g. Tiff) was used and the repeat height was changed, the res was not adjusted as it's done using SPA-GmbH Files. This caused a wrong zoom for the output.

1Bit tiff files also required a license for halftone engraving.

At some screens the drop was marked as warning incorrectly. This was resulted by the fact that internally the drop has been calculated with an integral value  instead of a floating(point) value.

G08 and Lyr files were not correctly engraved in "Combined" Mode. This was mostly visible in geometric designs.
Halftones were not engraved correctly if empty areas were present. This was only visible with geometric designs and 2Level raster mode.
Known Bugs

If the Default path (c:\Stkprg45) is not used as installation path the LYR - support will not be installed properly and an error message is displayed. Work around : Start "LyrPackage.exe" after installation. We strongly recommend to use the default path

10.) Contacts

If you have any problems or suggestions, please contact your local 

agent or directly.  

Stork Prints Austria GmbH 
Helpdesk CAM Software

Telephone.: 
++43 (0)5372 6993-0

Telefax.: 
++43 (0)5372 6993-54

E-mail:

help.storkprintsaustria@stork.com

11.) Copyright and guarantee
Stork Prints Austria GmbH. All rights reserved. 

Information in this document is subject to change without notice. No part of this document may be reproduced or transmitted in any form or by any means, electronic or mechanical, for any purpose, without the express, written permission of Stork Prints Austria GmbH. Microsoft, MS-DOS, Windows are registered trademarks of Microsoft Corporation. 

Stork Prints Austria GmbH grants you the right to use one copy of the enclosed Stork Prints Austria GmbH software program (the "SOFTWARE") on a single computer. The SOFTWARE is in "use" on a computer when it is loaded into temporary memory (i.e.RAM) or installed into permanent 

memory (e.g. harddisk, CD-ROM, or other storage device) of that computer. However, installation on a network server for the sole purpose of distribution to one or more 

computer(s) shall not constitute "use" for which a separate license is required. 

In no event will Stork Prints Austria GmbH be liable for any damages, including lost profits, lost savings, or other incidental or consequential damages, even if Stork Prints Austria GmbH is advised of the possibility of such damages, or for any claim by you or any third party.

